
APPENDIX 2 

 

Road Royal Wootton Bassett & Cricklade 
Recommended 

Treatment 
Estimated 
Length (m) 

Est Area 
of Site 

(m²) 

A3102 A3102 Bincknoll Rbt to Junc 16 M4 Interchange  Retexture 120 480 

B4553 B4553 at Chelworth/Newths Lane junction  Surfacing 90 883 

B4696 B4696 junction with B4042 at Flaxlands Retexture 110 358 

C120 Tockenham Surface Dressing 571 2,541 

C120 Bushton Surface Dressing 1,768 6,070 

C415 C415 Marlborough Road, Royal Wootton Bassett to Wootton Fields Farm  Surfacing 110 352 

C414 C414 between Hook and Greatfield at Bolingbroke Arms Retexture 100 310 

UC Witts Lane, Purton  Surfacing 787 3,541 

UC Morstone Road, Royal Wootton Bassett Surfacing 171 889 

UC Borough Fields, Royal Wootton Bassett Surfacing 190 1,466 

UC Kent End & Back Street Ashton Keynes Surfacing 509 2,715 

UC Hallsfield, Cricklade Surfacing 880 4,485 



Road Royal Wootton Bassett & Cricklade 
Recommended 

Treatment 
Estimated 
Length (m) 

Est Area 
of Site 

(m²) 

UC Cotmarsh Surface Dressing 871 2,703 

UC Bupton Hill Surface Dressing 1,455 6,550 

UC White Horse Road, Cricklade Surfacing 1,080 7,231 

UC Un named road, Hook High Friction Surfacing 25 195 

 


