
APPENDIX 2 

 

Road Calne 
Recommended 

Treatment 
Estimated 
Length (m) 

Est Area 
of Site 

(m²) 

A3102 Silver Street Calne Surfacing 586 3,862 

A4 A4 Chilvester Hill Calne Retexture 155 620 

A4 Curzon Street, Calne High Friction Surfacing 60 287 

A342 A342 Bowood Gardens & Nash Hill Junction (North of Sandy Lane)  Retexture 110 363 

C112 Bremhill Surface Dressing 478 2,252 

C50 C50 Calne to Devizes at Smallgrain Picnic Site  Retexture 70 203 

UC Warren Crescent, Hungerford Rd, William St, Calne Surfacing 534 6,092 

UC Grierson Close, Calne Surfacing 95 691 

UC Junction Hare Street to C133 Hare Street to Maud Heaths Causeway Surface Dressing 449 8,795 

UC Back Lane to Turnpike Farm Surface Dressing 2,690 8,096 

UC Broads Green to junction at Stockley Surface Dressing 2,307 11,967 

UC Stockley North to Stockley Lane, Calne Surface Dressing 1,028 9,905 



Road Calne 
Recommended 

Treatment 
Estimated 
Length (m) 

Est Area 
of Site 

(m²) 

UC Stockley North to Blacklands Crossroads Surface Dressing 774 5,774 

UC Road to New Farm to End Hill Farm Road Surface Dressing 2,691 11,468 

 


