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ISSUE

GATEWAY TYPE A - ROAD WIDTH ≥ 7.30M

GATEWAY TYPE B - ROAD WIDTH < 7.30M

1. High Friction surface to be Type 1 hot applied Rosin Ester

(thermoplastic)  to Clause MCHW Vol 1 SHW  Clause 924. 'Red'

1-3mm calcined bauxite N.S aggregate.Min SRV = ≥ 65, PSV   70+.

Installers must be HAPAS certified.  Installation to RSTA / ADEPT

code of practice for High Friction Surfacing 2nd edition 2017

2. 30 / 40 Carriageway roundels to diagram 1065 will typically be

4300mm. On higher speed roads i.e. Dual carriageways a 7500mm

roundel should be used.

3. Refer to Chapter 5 of 'The Traffic Signs Manual - 

Road Markings 2018' Table 2-7 for taper detail.

4. Traffic signs and road markings shall comply with 'The Traffic Signs

Regulations and General Directions 2016'.

5. All road markings shall meet the requirements  specified in Chapter 5 of

the 'The Traffic Signs Manual' Road Markings 2018'.

6. All road markings shall be formed in thermoplastic material complying

with BS EN1436: Class A.

7. Existing road markings to be removed to suit proposed layout.

8. Use of this drawing does not absolve the client from his responsibilities

under 'The Health & Safety:  The Construction (Design & Management)

Regulations 2015'
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