
APPENDIX 3 

Highways Major Maintenance 2015/16 – Amesbury Area Board 

Road Location Recommended Treatment 
Estimated 
Length 
(m) 

U/C 

Junction with A303 north into The Common to junction 

with Maddington Street Surface Dressing 6,566 

A360 
Amesbury Road Shrewton east to Airmans Corner 

Surface Dressing 3,808 

A360 
Shrewton to Tilshead 

Surface Dressing TBC 

B3086 

High Street/London Road Shrewton into The Packway 

to Rollestone Crossroads Surface Dressing 3,440 

B3086 

B3086 Airmans Corner north to Rollestone 

Crossroads Surface Dressing 1,782 

A338 Tidworth Road, bend near Birdlime Farm, Porton 
Skid Resistance Improvement 

390 

B390 Chitterne Road, near Maddington Farm 
Skid Resistance Improvement 

620 

U/C The Packway, east of Rollestone Crossroads 
Skid Resistance Improvement 

290 

A338 A338 Millborough Wood, Cholderton 
Skid Resistance Improvement 

100 

B3083 North of A303 High Street, Winterbourne Stoke 
Skid Resistance Improvement 120 

B390 Chitterne Road, Middle Croft Farm, Shrewton 
Skid Resistance Improvement 110 



Road Location Recommended Treatment 
Estimated 
Length 
(m) 

B3083 North of A303 High Street, Winterbourne Stoke 
Skid Resistance Improvement 120 

C32 
Solstice Park Avenue, Porton Road roundabout east 

to next roundabout Skid Resistance Improvement 267 

C32 Roundabout 1 Solstice Park, Amesbury 
Skid Resistance Improvement 70 

U/C Candown Road, Tilshead 
Surfacing 242 

U/C Church Street,Wylye 
Surfacing 196 

U/C Elston Lane, Shrewton 
Surfacing 616 

U/C Imber Place, Tilshead 
Surfacing 199 

A338 
A338  through The Winterbournes to Gomeldon 

Roundabout Surfacing and repairs TBC 

A360 Shrewton Junction 
Surfacing TBC 

C42 Lower Woodford Blue 
Surface Dressing TBC 

C293 Allington 
Surface Dressing TBC 

C32 Milston Road Junction, Bulford 
Surface Dressing TBC 

 


